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- INSTRUCTIONS FOR USE
AGRO WRAP® - is a high quality multilayer stretch film produced by casting (cast) from the best
quality raw materials.
AGRO WRAP® film is used to prepare silage using baling machines.
The product is characterized by high mechanical properties, high resistance to punctures
®
and tears. In addition, AGRO WRAP has very good adhesive properties.
®

The AGRO WRAP film should be used within 6 months from the date of purchase. The film
maintains its properties for up to 12 months from
the date of wrapping the bale.
The following colors of product are available: white, green and black
®

Please read this instruction manual carefully before using the AGRO WRAP film. Due to the fact
that each method of silage production causes losses, we recommend that you follow this instruction
to minimize losses in the production of silage.

FILM STORAGE
Wholly and partly used rolls should be stored in the original cardboard packaging, in a dark and dry
place, not exposed to the solar radiation and not favorable (hot and cold) weather conditions.
The storage temperature of the film should be between 5°C and 35°C. Before use, the film should
be seasoned for at least 24 hours at a temperature of 15°C to 25°C, in order to ensure an adequate
level of stickiness and strength parameters. The recommended air humidity in the rooms where the
film is stored is from 40% to 75%.
The film should always be stored in a vertical position, in ventilated rooms, away from sources of fire
and aggressive chemicals.
The film rolls should be handled carefully to avoid mechanical damage, abrasions, strikes, etc.
25°C
15°C
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BALING AND WRAPPING
Read the instructions for use of your wrapper before starting the wrapping. It is also important that
the wrappers themselves be used and maintained in accordance with the manufacturer's
instructions. It is also extremely important to pay special attention to the film stretching device. Due
to the high viscosity of the film, the tensioning roller must be cleaned regularly. The use of
aggressive solvents is not recommended. Wear or insufficient lubrication can lead to excessive

Special attention should be paid to the following:
Lubricate all parts - according to the lubrication instructions prepared by
the wrapper manufacturer.
Set the machine according to the recommendations depending on the width
of the film used and the diameter of the bale.
Clean carefully the pre-stretch rollers from the remains of any substances
(adhesive residue, dust, etc.).
The location of the pre-tension rollers should be such that the center of
the film roll is located at the height of the bale.
50%-55%
60%-70%

Avoid strikes, mechanical damage during handling and assembly in the wrapping machine.
Mechanical damage may cause the film to tear.
The film roll must be mounted on the wrapping machine in such a way that the adhesive
layer adheres to the silage.
It is recommended to wrap the bale 6 times with film wrap. Each subsequent layer of film
should overlap from 50% to 55% of the width of the previous layers of the film, with
a tension of 60% to 70% for round bales.
To obtain a well-formed bale, the swath should be uniform in size and density

After cutting the grass, it should be pre-dried (from 30% to 60%). Pre-drying increases the
percentage of dry matter, the ideal content of which is approx. 35%.

As much compact as possible bales of correct shape should be formed. Only properly formed bales
can be stored in 3 layers.

ATTENTION!!!
After pressing the bale, no materials that could damage the film, e.g. wire, twine for binders can be
used to its wrapping, only a standard polypropylene tape can be used.
The wrapping process should not be carried out during rainy weather, as it may affect the level of
film tack and the tightness of the covering coats. The bale wrapping should occur within 2 hours, but
not later than within 6 hours after the baling process.
It is recommended to note the date of bale wrapping to control the silage process.

STORAGE
If it is necessary to move the wrapped bale, be careful to avoid damaging the film coating. Use lifts
designed for this purpose for movement. Make sure that they do not have any sharp edges that can
punch the film. The fermentation process begins almost immediately after wrapping; therefore it is
best to wrap the bales in the storage area.
Be sure to store the bales as follows:
Store them away from chemicals. Fertilizers, pesticides, mineral oils and solvents accelerate
the decomposition of the film. It is absolutely necessary to avoid contact of those chemicals
with the film.
The surface on which the bales are to be stored should be even, dry and free of objects that
may damage the film. Do not store bales on pallets.
The bales can be stored on a pasture protected with film, concrete or sand substrate,
provided that the surface is clean free of protruding elements and well drained so that
it does not retain water.
Protect the stored film from rodents, poultry and household animals.
Do not store film wrapped bales under trees due to the possibility of branches falling
Bales should be secured with a net.

It is recommended to store the bale vertically. Up to 3 layers of bales one on top of the other.
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It is recommended to visually inspect the bales at least once a month (or after extraordinary
events such as strong storms and windstorms) in order
to detect mechanical damage and use appropriate protections.
If any damage is detected, it should be immediately protected with:
- UV-resistant tape,
- a fragment of a UV-resistant film
- the secured bales should be used in the first place.

NOTES
Waste AGRO WRAP® film should be subject to material (polyethylene) or energy recycling.
It is recommended not to mix waste with materials other than polyethylene.Recycling mark 4.
Complaints will be considered only in the case of factory defects of the film, not resulting
from its improper use.
If defects are found, please discontinue using the film and report it to the distributor
immediately.
Only films originally packed by the producer together with the packaging are subject
to the complaints.
Excessive stretching of the film may cause it to break or tear.
Complaints regarding damage caused during bale storage shall not be taken into account
due to the impact of too many factors that cannot be controlled.

In case of any problems, please contact your film supplier.
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